OBERDORFER PUMPS CHEMSTEEL™ PUMP SERIES
A Gardner Denver Product S210 METALLIC

CHEMSTEEL™ PUMP

CHEMSTEEL PUMPS SERIES S210 M PERFORMANCE
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Gears available in 316 stainless, W88 stainless and Alloy /Z C—
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Shafts are 316 stainless steel or Alloy C. . : A s s 2

Bearmgs available in carbon or Polytetrafluoroethylene.

Full range of seal options including lip seal, packing and
mechanical designs.

DRIVE

The pump is driven directly from the electric motor shaft by
means of a flexible coupling. A close-coupled adapter
connects the pump to the motor.

LIQUIDS AND TEMPERATURE

This pump is suitable to handle clear lubricating and non-
lubricating fluids at temperatures to 450F. These pumps
will handle viscous fluids to 100,000 cps (462,000 SSU) at
reduced shaft speeds.
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SUCTION LIFT

This pump has a suction lift capability of 20 feet for a new pump. Though gear pumps are self-priming, a foot valve is
recommended. If possible, wet gears with the liquid to be pumped for the first dry start. Liquid retained in the system and gear
chambers serves to wet the pump on subsequent starts.
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EXPLODED VIEW AND PARTS LIST
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Chemsteel™
S(M)203, S(M)204, S(M)205, S(M)207, S(M)210 & S(M)214
Ryton

Shaft Seal Code ~L°
Two Lip Seals

Shaft 3eal Codes “R”, “5" & T
Packing with Lantern Ring

Shaft Seal Codes <“N°"P" & "O°
Packing

Shaft Seal Codes ="H" & "G
Double Mechanical Seals

Shaft Seal Code “A”, "B~ "C7, "D F &7
Single Mechanical Seals
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